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 Quiet Reliable
 Performance

 Multiple Inputs
 for Increased
 Flexibility of
 Applications

 Hum Eliminator
 Built In

 Built-In Stereo
 Combiner

 CAT5 Audio Output

 Made in the U.S.A.

 Factory Support for
 the Life of Product
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AMPSTVCW

GENERAL SPECIFICATIONS

MODEL NUMBER: AMPSTVCW    
Description: Line Level, Stereo/Mono Volume Control 
Impedance: 10 K Ω 
Mounting: Via Volume Threaded Shaft  
Attenuation: 66 dB 
Loss at Full Volume: <1 dB
Compatible with: OWI Amplified Speakers
Wiring Configuration: Balanced or Single Ended.  Cable Length is Limited to Single Ended.
Shielding: Multiple Steel Wrap
Color: White
Warranty: 1 Year 
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FRONT VIEW

BACK VIEW

Amplified Ceiling Speakers

Amplified Trumpet Speaker

FEATURES

• One Line Level Volume Control for  
 Either Stereo or Mono

• 3 Each 3.5 Mini Stereo Jacks

• Built-In Stereo Combiner

• Hum Eliminator Feature

• CAT5 Audio Output

• Single Balanced Mono Output  

• Wall Mounted – Fits Perfectly into 
 a Single Gang Box

• Perfect Accessory for OWI  
 Self-Amplified Speakers

• Available in White


